R84

Bicycle parking facilities including way finding signage are to be provided
by development proponents in convenient locations at key destinations
such as parks and town centres.

GUIDELINES

G81

Lighting should be installed along shared, pedestrian, and cycle paths
linking to key destinations, unless otherwise agreed by the responsible
authority.

G82

The alignment of the off-road bicycle path should be designed for cyclists
travelling up to 30km/hr.

G83

Shared zone design principles should be incorporated for areas across
the precinct that will experience a high volume and mix of pedestrians,
cyclists and cars to create a more flexible and equitable transport
environment.

R90

Tree reserves and landscape trails abutting the rail reserve must be
designed to ensure safe use of these areas and avoid facilitating
opportunistic access to the rail reserve.

R91

Galvanised cyclone fencing to 1.2m in height, or otherwise agreed by the
rail reserve land manager, must be constructed by the developer along
the shared boundary with the rail reserve.

GUIDELINES

G84

Development should provide a frontage road between new sensitive land
uses and rail reserves, rather than direct abuttal.

G85

Where noise walls or mounds are proposed, these should be sited and
designed to facilitate ongoing maintenance.

G86

Where noise walls or mounds are proposed, they should be designed to
contribute to an attractive neighbourhood. Alternative uses, such as open
space, car parking, or play areas should be provided to minimise the
need for noise walls or mounds, where practical.

3.5.3 Public Transport
REQUIREMENTS

R85
R86

Bus stop facilities must be designed as an integral part of town centres
and activity generating land uses such as schools, sports reserves, and
employment areas.

R87

The street network must be designed to ensure all households are able
to directly and conveniently walk to public transport services.

Access

10

20

Connector

8

12

R88

Subdivision design must not provide connections over the rail line,
except where crossing points are nominated on Plan 9.

Connector (bus capable)

6

9

Arterial

5

7

Subdivision abutting the rail line must provide acoustic and vibration
mitigation for sensitive uses that would otherwise be unreasonably
affected by rail noise and vibration. Any measure must be consistent with
the following:

R89 •
•

54

Table 7 Streets & Slope

Roads and intersections shown as bus capable on Plan 10 must be
constructed to accommodate ultra-low-floor buses to the satisfaction of
PTV and the responsible authority.

A front fence facing a road abutting the rail reserve must be no more
than 1.2m high.
A side fence facing the rail reserve must be solid for no more than
50% of the length of the lot with the balance of the length of the fence
being visually transparent no more than 1.5m high.
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The following table is intended to provide statutory planners with guidance on the
appropriate grade for different types of streets.
STREET / ROAD TYPE

DESIREABLE MAXIMUM
SLOPE (%)

ABSOLUTE MAXIMUM
SLOPE (%)

